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-System Setup- 

• Network,  

o  IP Address 

o  Subnet Mask 

o  Gateway 

o  Set Config 

 Static 

 DHCP 

o  MAC Address  

• Update 

 

• LCD display 

o Contrast 

o Backlight 

 

• Version 

o Unit ID XXXX 

o Build x.x.x 

o Firmware x.xx 

o Device xxxx 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

-Audio- 

• Input Select 

o Analog 

o AES Digital 

o Embedded 

 

• Peak Level 

• Scale Audio 

o +12 

o +6 

o 0 

o -6 

o -12 

 

• Audio Group 

o 1 

o 2 

o 3 

o 4 

 

• Audio Mix 

o Surround 

o Stereo 

 

• Stereo Channel 

o 1 &2 

o 3&4 

 

 

 



 

 

-Utilities-  

• Capture VANC 

o DIDSDID choice 

 

• Capture All VANC 

o Input 

o Output 

 

• Capture 608 

 

• Test Captions 

o Enable 

 On 

 Off 

o Set Channel 

 CC1 

 CC2 

 CC3 

 CC4 

 

• Force Regen 

 

 

EN537 WEB Gui Menu List 
Main 

Alarms 

Clone 

Date/Time 

Lexi 

Logs 

Network 

Product Info 

Serial Ports 

Startup Settings 

Streaming 

Telnet 

Terminal 

Text Server 

Update 


